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NOTES:
WIRING SHALL BE DONE IN ACCORDANCE WITH TABLE 1 WIRE RUN LIST.1.
SOLDERING: IAW IPC-J-STD-001 CLASS 2 AS APPLICABLE2.
ASSEMBLY TO BE 100% TESTED FOR SHORTS, CONTINUITY, AND JACKET RESISTANCE (250V @ 100MOHM MIN.)3.
IDENTIFICATION: BAG AND IDENTIFY ON THE PACKAGING THE FOLLOWING INFORMATION FOR 4.
EACH PART DELIVERED.
PN:                    REV. X (REV MARKING PER PO)
CAGE CODE: 1HJX9
MFD: MM/YY
MANUFACTURE AND INSPECT IAW IPC/WHMA A-620 CLASS 2.5.

SN-406-KIT

NOTES:
BATTERY NOT INCLUDED.1.
WIRE BATTERY SECTION A IN PARALLEL WITH SECTION B FOR 12V MODE.2.
WIRE BATTERY SECTION A IN SERIES WITH SECTION B FOR 24V MODE.3.
COMPATIBLE WITH BB-2590 & BA-5590 BATTERIES.4.
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OUT INTO SEPARATE DRAWINGS 10/17/2022 MOB

D UPDATED ITEM NO. 1 08/22/2024 CWA

E ITEM NO. 8 ADDED 09/17/2024 CWA
D

C

B

AA

B

C

D

12345678

8 7 6 5 4 3 2 1

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF
SUPPLYNET, INC.  ANY REPRODUCTION
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