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REF. NUMBER: SN1266
UNLESS OTHERWISE SPECIFIED: NAME DATE DESIGN
DIMENSIONS ARE IN: INCHES DRAWN CWA10/11/2024 sunmuNEI IEA';‘:IJ‘FEAE:‘IE::ING
TOLERANCES:_;(X& 2305?805 CHECKED RB 10/11/2024 TITLE:
SPECIFICATION: ANGULAR: - X 1% SPRING LOADED PIN

1. BARREL & PLUNGER: BRASS, 0.5um GOLD-PLATED;
SPRING: STAINLESS STEEL, GOLD-PLATED

2. FULL TRAVEL: 2.5mm
3. SPRING PRESSURE: 130g +20g WHEN TRAVEL ON 2.5mm
4. NO STUCK
5. FREE BURR
6. QC REPORT WILL BE ISSUED
8 7 6

XX*:0.5%
BREAK EDGES: .005 - .020
FILLETS: .005 - .020
SUFACE FINISH:

GEOMETRIC TOLERANCING
PER: ASME Y14.5 -2009

MATERIAL: SEE DRAWING NOTES
FINISH: SEE DRAWING NOTES
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COMMENTS:

PROPRIETARY AND CONFIDENTIAL
THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF
SUPPLYNET, INC. ANY REPRODUCTION
IN PART OR AS A WHOLE WITHOUT THE
WRITTEN PERMISSION OF SUPPLYNET INC.
IS PROHIBITED.
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FORNSN-402 ASSEMBLY
(SN-402-PIN)

SIZE DWG. NO. REV

B SNO0184 A

SCALE: NA WEIGHT:
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